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acoroorre EAB-60M  FLUX REMOVER FLUX

« For storing easily evaporated liquids. * Capacity : 10 + Capacity - 10
+ Suitable for flow line production and repairing.
+ Liquid from the bottle can be sucked out by
hand-operate pumps.
+ Small size, light weighted.
+ Stainless steel cap seas well.
+ Convenient and easy to use.

2505-N 2506-N 2507-N 2509-GN 1914-2.5S
(CONDUCTIVE PEN) (FLUX REMOVER PEN) (NO-CLEAN FLUX DISPENSING PEN)  (OVERCOAT PEN) (DETECTOR ACTIVATION SPRAY)
Features / Benefits Features / Benefits Features / Benefits Features / Benefits Features / Benefits
* Repairs Traces + Complete Removal of Flux  «Excellent Wetting Abilities * Protects Conductive Pen + Non-Flammable
+ Links Components + Instantly +Pen Tip Allows Accurate * Traces * Pocket-Sized Container
+ Makes Smooth Jumpers +Pen Tip Allows Controlled  Application * Repairs Permanent * Vertical Actuator
+ Shields Electronics Application + Excellent for Surfaces with ~ + Solder Mask + Non—-Ozone Depleting
Capacity : 4.9ml + Fast Drying Poor Solderability + Prevents Shorting and Arcing  * Safe on Plastics

Capacity : 11.5ml Capacity : 11.5ml Capacity : 5ml « Effective at Distances up to

7 Feet

Capacity : 2.50z(about 71g)

1500-Eco-Shower Cleaner

Features / Benefits

+ Clean heavy oil & grease

+ Concentrated and dilutable

+ Non-Flammable

+» Non-corrosive, moderate pH

« Safe on most plastics and painted surfaces
+ Biodegradable

*Low VOC, zero GWP

+Non-ozone depleting

1500-72DSP 1500-QT 1500-G
Applications (ECO-SHOWER WIPES) (ECO-SHOWER DEGREASER)  (ECO-SHOWER DEGREASER)
+ Removal of heavy greases and oils Capacity : - Spray - Solution
+ Cleaning on and around heavy machinery 72sheets(15cmx26.7cm)  Capacity : 1 quart(0.95L)  Capacity : 1 Gallon(3.8L)

+ Cleaning shelves and other surfaces

www.exsotool.com
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1505-Eco-Shin Cleaner

Features / Benefits

+ Streak—free cleaning

* Removes fingerprints & light oils

+ Non-flammable

+ Non-ammoniated — safe on sensitive surfaces
* Biodegradable

* Low VOC, zero GWP

+ Non-ozone depleting

K0-SHINE

GLASS & SURFACE
CLEANER

1505-100DSP 1505-QT 1505-G Applications
(ECO-SHINE WIPES) (ECO-SHINE CLEANER)  (ECO-SHINE CLEANER) + Clean windows, shields, benchtops, and other surfaces
Capacity : - Spray = Solution + Effective at removing dirt, fingerprints, and other light oils

100sheets(15cmx20cm)  Capacity : 1 quart(0.95L)  Capacity : 1 Gallon(3.8L)  +Safe on stainless steel

1570-Eco-Stencil Cleaner

Features / Benefits

+ Quickly Clean Paste or Uncured Adhesive
« Safe for Stencils, Tools, Misprinted Boards
+ Non—Flammable

+ Biodegradable

+Low VOC

+ Non-0Ozone Depleting V)
1V

Applications _ — —

+ Manual stencil tool, work surface, and squeegee cleaning 1570-100DSP 1570-QT 1570-G

+ Automatic underside wipe stencil cleaning (ECO—STENCIL WIPES) (ECO-STENCIL CLEANER) (ECO—S_TENCIL CLEANER)

* Removes unsoldered eutectic(leaded) & lead-free solder pastes Capacity : — Spray . - Solut!on.

« Cleans off uncured adhesives 100sheets(15cmXx20cm)  Capacity : 1 quart(0.95L)  Capacity : 1 Gallon(3.8L)

1573-Eco-Oven Cleaner

Features / Benefits

+ Quickly Clean Flux Residue From Oven & Wave Fingers
+ Safe On Warm Ovens

+ Non-Flammable

* Biodegradable
*Low VOC
+ Non-0zone Depleting
Applications
1573-QT 1673-G « For removal of baked-on flux residues from SMT oven and wave solder equipment,
(ECO-OVEN CLEANER) (ECO-OVEN CLEANER) * Recommended for usage in all brands of wave solder equipment.
- Spray - Solution

+Used for periodic preventive maintenance of SMT ovens and wave solder equipment.

Capacity : 1 quart(0.95L)  Capacity : 1 Gallon(3.8L)  « Avoid use on areas with aluminum, copper, brass, carbon steel, and galvanized steel.

www.exsotool.com
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SCREW FEEDER

EXR-501®

« WIDEST RANGE OF APPLICABLE SCREW SIZED : Between
1.0~5.0mm( Incl, : 1.0mm, 1.2mm, 1.4mm, 1.7mm, 2.0mm,
2.3mm, 2.6mm, 3.0mm, 3.5mm, 4.0mm & 5.0mm) 11 sizes.

+ MAX OF SCREWS LENGTH & HOPPER CAPACITY :

Screw Length : Up to 19mm (under screw head) Capacity of
hopper : 220~220 c.c
« APPLICABILITY OF SPECIAL SCREW TYPES :

Screw Length > Thread Diameter (1>1)

Thickness of screw head = 0.2mm

No jamming or failure occurred with these applicable types
and affect productivity.

+ SIZE OF FEEDING RAIL IS ADJUSTABLE :

Feeding rail can be pulled out for width adjusts to the
applied size easily. Measurements for width adjusting can
be in metric or imperial units,

+ SAVE PARTS COAST & STOCK :

EXR-501 allows adjusting the width of feeding rail to serve
11 sizes screws, between 1.0mm to 5.0mm diameter. The
flexibility prevents dealers from stocking up on quantities
for different sizes, and reduces the cost on related
accessories for users,

« ADJUSTABLE VIBRATION INTENSITY : -

#
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With vibration in small amplitude at high intensity, it moves
screws on rail to pick—up point in good order, no overlay or
jamming to affect the speed of movement and productivity.
« HUMANIZED MULTI PROGRAMMING CONTROL :
- Individual drive system for tumbling and vibrating
operation.
- Setting ideal interval timings freely with no function
conflict or failure occurred.
- PCB controls for efficiencies of desired speed & timing on
each operating step.
- Switching adapter allowed AC 100~240V power source
for stable DC 15V output no influences and problems due
to the different AC power source of factories locations.

182(W) x126(L)X147(HImm

AC 100~240V

DC 15V Switching Adaptor
From M1.0 to M5.0

Up to 19mm(under head)
200~220 cc

®
Exso
o Automatic
3'0 Screw Feeder

N.W.:Approx 2.17 Kgs (included Switching Adaptor)

Allen Wrench(L Saped 2.0 X 107mm) X 1 pc.
Switching Adaptor 1 set.
Accessory(front) (0.8,1.0,1.2,1.5,2.0X70mm) X 1 pc.
Accessory(behind) (0.2 x 10 x 20 mm) X 2 pcs.

(0.5 x 10 x 20 mm) X 10 pcs.
Stopper 2.0~5.0mm X 1 pc.
Instruction Manual
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DISPENSER

Tape Dispenser

EXTD-3200

0.8mm and under
8~50mm

175mm

5~999mm

AC 110/220, 50/60Hz
140(W)x 215(H)x190(D)mm
2.5kg

* Anti-static from Tape

+ 3 Mode (Manual/Semi—automatic/Automatic)
+ Easy to change cutting set

* Fast and Safety, Easy

Label Dispenser

EXLD-600S

N
5~70mm =
210mm
4~5m/min

AC 220, 50/60Hz
120(W) X 215(H)X190(D)mm
4.5kg

» Movable Sensitive sensor
+ Available to check throughput by counter
+» Easy to adjust label width and height

Portable Label Applicator

EXLA-200S

10~32mm

15~65mm

4 ~5m/min

DC 14.4V
92(W)x365(H)x144(D)mm
0.7kg

» Usable easy and fast sticking the label.
+ Available to using by battery (6hr)
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EX-5207LS EX-6210L/6220L EX-6280L

EX-9230L

EXD-5300L EXD-B203L/B207L EXD-B210L EXD-B512L/B519L

EXD-B512P/B519P EXD-B100L/B103L EXD-BE512L/BE519L EXD-BE512P/BE519P
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TOOL BALANCER

A - Bit in SS 5mm, Hexagon Type

EXSB-150 B - Bit in SS 6.35mm, Hexagon Type
+ Capacity : 0.5~1.5kg C - Bit in M3 4@ Round Type
* Wire Legngth : 1~1.5m D - Bit in M6 5@ Round Type
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